
RAIN WATER COLLECTION SYSTEM

Ga. Gemanafushi

June 2018

Masjidul Ibrahim
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WATER TANK ARRANGEMENT - PLAN

MASJIDUL IBRAHIM
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(Provide T10@200 BW

single net)
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Roof supporting frame pipes
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ROOF FRAMING PLAN

MASJIDUL IBRAHIM

100x50 Timber

rafters  @ 1000 c/c

50x38 Timber

battens @ 600c/c

50mmØ G.I pipe
between frames



ROOF PLAN OVER WATER TANKS
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ROOF SUPPORTING FRAME DETAIL
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All welds are 5mm fillet welds
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300 x 300 x 700

Footing

50mmØ G.I pipe
between frames

50x38 Timber

battens @ 600c/c

100x50 Timber

rafters  @ 1000 c/c

50mmØ G.I
pipe frame

SECTION

MASJIDUL IBRAHIM
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FOUNDATION PLAN

MASJIDUL IBRAHIM

Foundation beam

and Top beam
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RAIN WATER COLLECTION SYSTEM

Ga. Gemanafushi

June 2018

Masjidul Salaah
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WATER TANK ARRANGEMENT - PLAN

MASJIDUL SALAAH

75mm concrete screed

(Provide T10@200 BW

single net)
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Connecting pipes

(at top of tank)

Taps

Roof supporting frame pipes

Valve for Tap bay



ROOF SUPPORTING PIPE ARRANGEMENT - PLAN
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ROOF FRAMING PLAN

MASJIDUL SALAAH

100x50 Timber

rafters  @ 1000 c/c

50x38 Timber

battens @ 600c/c

50mmØ G.I pipe
between frames



ROOF PLAN OVER WATER TANKS
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ROOF SUPPORTING FRAME DETAIL
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All welds are 5mm fillet welds
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Footing
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between frames
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rafters  @ 1000 c/c

50mmØ G.I
pipe frame
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FOUNDATION PLAN

MASJIDUL SALAAH
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Foundation beam
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Stiffener columns
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RAIN WATER COLLECTION SYSTEM

Ga. Gemanafushi

June 2018

Preschool
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WATER TANK ARRANGEMENT - PLAN

PRESCHOOL
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single net)
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Valve for Tap bay
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ROOF FRAMING PLAN
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ROOF SUPPORTING FRAME DETAIL
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between frames
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pipe frame
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single net)
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FOUNDATION PLAN

PRESCHOOL
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